1. CR2 relay is for auxiliary control.
FEATURES:

1. Adjustable HI and LOW pressure set points.
2. Audible & visual alarm when face velocity falls below safe operating level.
3. Override SW. to silence the audible alarm, but the red warning light remains lit until the face velocity increases to exceed the alarm triggering level.

BOTTOM VIEW

MATERIAL: 3/16" THK. WHT. PVC.

EXHAUST MONITOR
VICTOR ASSOCIATES, INC.
HATBRO, PA 19040

SK: 82086-1
# TABLE OF CONTENTS

<table>
<thead>
<tr>
<th></th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. EXHAUST MONITOR DRAWING</td>
<td>1</td>
</tr>
<tr>
<td>2. ELECTRICAL SCHEMATIC</td>
<td>2</td>
</tr>
<tr>
<td>3. WIRING DIAGRAM</td>
<td>3</td>
</tr>
<tr>
<td>4. WIRING FOR REMOTE CONNECTOR</td>
<td>4</td>
</tr>
</tbody>
</table>
OPERATING AND SERVICE
MANUAL FOR
EXHAUST MONITOR
MODEL #82086-1
WIRING FOR REMOTE CONNECTOR

BLACK 2
RED 3
GREEN 4
YELLOW 5
BLUE 6
WHITE 1

SPRING RELEASE
TAB AREA

VICTOR ASSOCIATES, INC.

PAGE 4